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OPERATIONAL NOTICE  

Notice No. 25-031 

Notice Type: Route Access Condition Notice 
 

Location: Melbourne to Geelong 
 

Subject Title: Restricted Operation of Passenger vehicles X’trapolis 2.0 
 

Operator(s): Southern Shorthaul Railroad 
 

Effective From: 07/12/2025 
 

Effective To: 07/12/2026 
 

Reference Documents: 

Route Access Standard: RAS General Information &  

Section Pages D1 Somerton - Laverton – Melbourne, D2 Laverton - Wolseley 
 
 

General Details / Operating Condition: 
 

A Waiver is given for the restricted operation of X’trapolis 2.0 fleet under locomotive haul by Southern 
Shorthaul Railroad. These vehicles are not registered for general operation due to clearance 
infringements for the applicable rolling stock plates and are only permitted under restricted operation as 
follows: 
 

Vehicle details: 
 

CODE DESCRIPTION TARE 
(tonne) 

COUPLED 
LENGTH 

(m) 

DRAW 
CAPACITY 

(MN) 

BRAKE 
TYPE 

NOTES 
 

MC Passenger EMU 44.5 24.935 1.0 B1 Broad Gauge 

TP Passenger EMU 36.5 23.62 1.0 B1 Broad Gauge 

M Passenger EMU 41.5 23.62 1.0 B1 Broad Gauge 

 

The vehicles will operate in a permanently coupled 6-car set, with an overall length of 144.35m and 
combined tare weight 263.41 tonne in configuration MC-TP-M-M-TP-MC. 
 

The following conditions are applicable for operation on the ARTC Network:  
1. Cars will be moved in a permanently coupled 6 car set.  
2. Movement is permitted between Gheringhap and Geelong, Brooklyn and Newport Dual gauge 

corridors,  
3. Only one 6 car set permitted and supporting BVDY power van to be moved at one time. No 

additional vehicles permitted to be added to the consist 
4. Maximum speed on the ARTC network is 60km/h,  
5. When air springs are deflated, a reduced speed of 45km/h shall be applied.  
6. No passengers permitted on the vehicles during transit, operational and technical staff are 

permitted in driving cab.  
7. Vehicles will be coupled to the locomotive or BVDY power van with a suitable transition coupler,  
8. The pantograph to be in the closed position during movement,  
9. Marker lights to be on during operation,  
10. All Xtrapolis vehicles have the MP2 wheel profile. 

 
 

 

Approval: 

Approved by: Carolyne Southern Date: 25/11/2025 

 


