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OPERATIONAL NOTICE  

Notice No. 25-032 

Notice Type: Route Access Condition Notice 
 

Location: Narrabri Coal Interface to Moree 
 

Subject Title: Interim Route Capacity for operations between Narrabri Coal Interface and Moree 
 

Operator(s): All 
 

Corridor/line: Narrabri – North Star 
 

Control Board: NCCN 
 

Kilometrage: 540.318 To: 666.000 
 
 

Effective From: 30/11/2025 Effective To: 29/11/2026 
 

 

Reference Documents: 
 

Route Access Standard: Section Pages I6 - Narrabri to North Star and H3 – Werris Creek to Narrabri 
 

 

General Details / Operating Condition: 
This RACN supersedes RACN 24-004.  
This Operational Notice updates the Route Capacity Tables within the Route Access Section Pages I6 and 
H3 between Narrabri Coal interface (540.318km) and Moree (666.000km), inclusive of Bellata Sidings.  
 

 
The interim supplementary route capacity tables are follows: 
Note that all other route capacity remains as published. 
 
RAS Section Pages H3 Werris Creek to Narrabri: 

NARRABRI COAL INTERFACE (540.318km) – NARRABRI (570.000km) 

TRAIN TYPE MAXIMUM SPEED (KM/H) MAXIMUM AXLE LOAD (TONNES) 

FREIGHT  LOCOS WAGONS 

 80* 22.8 (up to 134t GVM) 25 

ADDITIONAL NOTES APPLICABLE TO NARRABRI COAL– BELLATA 

*30km speed limit between Narrabri (570.000km) and Narrabri Junction (565.000km) 

(This is only applicable to operations over 23TAL)  

 

RAS Section Pages I6 - Narrabri to North Star: 

NARRABRI (570.000km) – PENNEYS RD (626.934km)   

TRAIN TYPE MAXIMUM SPEED (KM/H) MAXIMUM AXLE LOAD (TONNES) 

FREIGHT  LOCOS WAGONS 

 As published 22.8 (up to 134t GVM) 21 

 As published 22.8 (up to 134t GVM) 23 

 80 22.8 (up to 134t GVM) 25 
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PENNEYS RD (626.934km) – TYCANNAH CREEK (657.881km) 

TRAIN TYPE MAXIMUM SPEED (KM/H) MAXIMUM AXLE LOAD (TONNES) 

FREIGHT  LOCOS WAGONS 

 As published 22.8 (up to 134t GVM) 21 

 80 22.8 (up to 134t GVM)
  

25 

 
 

TYCANNAH CREEK (657.881km) – MOREE (666.000km)   

TRAIN TYPE MAXIMUM SPEED (KM/H) MAXIMUM AXLE LOAD (TONNES) 

FREIGHT  LOCOS WAGONS 

 115 22.8 (up to 134t GVM) 21 

 50 22.8 (up to 134t GVM) 23 

 20 22.8 (up to 134t GVM) 25* 

* Notes: 25TAL is permitted in the following siding: 

o All Sidings in Moree Yard and Moree South Yard in areas as illustrated in Figures 1 & 2.  
o Moree East Siding 664.940lm to 669.367km 

 
 
 

Figure 1 – Highlighted areas of the map illustrate areas of application of this RACN for 25TAL operations 
for Moree South Yard.  
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Figure 2 – Highlighted areas of the map illustrate areas of application of this RACN for 25TAL operations 
for Moree Yard and Moree East Siding. 

 

 
 

 
 

 

 

 

Approval: 
Approved by: Carolyne Southern Date: 21/11/2025 

 


