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ROUTE ACCESS CONDITION NOTICE (RACN) 

Notice No. 26-039 

 

Subject Title: Operation of AUJY Crew Cars on the ARTC Network 
 

Operator(s): Aurizon 
 

Effective From: 28/07/2026 Effective To: Until published 
 
Reference Documents: 

Route Access Standard: RAS Appendix C 
 
General Details / Operating Condition: 

A waiver to the conditions of the ARTC Route Access Standard is issued to Aurizon for the restricted operation of 
AUJY Crew Cars on the ARTC Network.  
 
 

Details of wagon operation are below: 
 

Code Description 
Max 

Speed 
(km/h) 

Route 
Capacity 
TAL (t) 

Max 
Loaded 
Mass 

(t) 

Axles 
Tare 
Mass 

(t) 

Length 
Over 

Coupling 
Faces 
(m) 

Draw 
Capacity 

(MN) 

Brake 
Type 

Note 

 
AUJY 

 
Crew Car 
 

 
115 

 

 
14 

 
54 

 
4 

 
n/a 

 
23.64 

 
1.8 

 
B4 

 
Note 1 

A16 
 

 
Operational Notes:  

Note 1 
Vehicle operation is restricted to rims with a thickness greater than 44 mm to maintain required clearance 
profiles. 
 
A16 Restricted  
Rolling stock with this note comply with ARTC Rolling Stock Outline Plate F1, as published in RAS Appendix A, 
diagram A1.6. These vehicles are permitted to operate on lines/routes that are specified in RAS General 
Information Tables 5.2.1, 5.2.2 & 5.2.3 as “Allowed” in the “Plate F1” Column. 

 
 
 
 

 

 
 
 
 
 
 
 
 
 
Approval: 
Approved by: Carolyne Southern Date: 28/07/2026 

 

 


