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ROUTE ACCESS CONDITION NOTICE (RACN) 

Notice No. 26-040 v1.1 

 

Subject Title: Restricted Operation of CZSY and modified CZJY and CZPY Rail Rake Wagons 
 

Operator(s): Rail First 
 

Effective From: 30/06/2026 Effective To: 18/12/2026 

 

Reference Documents: 

Route Access Standard: RAS Appendix C 

 

General Details / Operating Condition: 

Please note updated content in red text updated 08/07/2026.  
A waiver to the conditions of the ARTC Route Access Standard is issued to Rail First for the restricted operation of 
CZSY and modified CZJY and CZPY Rail Rake Wagons on the ARTC Network while testing is finalised. The following 
operating details will be updated upon completion of the trials.  
 
 

Details of wagon operation are below: 
 

Code Description 
Max 

Speed 
(km/h) 

Route 
Capacity 
TAL (t) 

Max 
Loaded 
Mass 

(t) 

Axles 
Tare 
Mass 

(t) 

Length 
Over 

Coupling 
Faces 
(m) 

Draw 
Capacity 

(MN) 

Brake 
Type 

Comments Note 

CZJY Rail Rake 
60 foot 
container 
flat 

80* 23 92 4 33.5 19.4 2.2 B4 Modified 
CQJY - Fitted 
with Robel 

 

CZPY Rail Rake 
40 foot 
container 
flat 

80* 23 92 4 25.1 13.1 2.2 B4 Modified 
CQPY - 

Fitted with 
Robel 

 

CZSY Rail Rake 
40 foot 
container 
flat 

80* 23 92 4 26.5 13.1 2.2 B4 Modified 
CQPY - 

Fitted with 
Robel 

 

 

Notes:  
All container flats are shown with tare weight inclusive of container flat with Robel Rail management systems 
fitted.  
Testing Notes 

• Vehicles are restricted to 80km/h operation until testing completed. Speed may increase during testing as 
defined in a separate RACN for specified testing conditions.  

• Vehicles may be loaded up to gross vehicle mass while under trial.  
 
 

 
 

 

 
 
 
 
Approval: 

Approved by: Carolyne Southern Date: 30/06/2026 
 

 


