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ROUTE ACCESS CONDITION NOTICE (RACN) 

Notice No. 26-047v1.1 

 

Subject Title: Dynamic testing of PQNY, QQGY, QQTY, ARAY and QQPY wagons 
 

Operator(s): Aurizon 
 

Effective From: 03/08/2026 Effective To: 27/11/2026 
 

Reference Documents: 

Route Access Standard: RAS – Appendix C, RAS Section Page D7 

 

General Details / Operating Condition: 

This notice has been updated, refer to red text to changes.  

A waiver to the conditions of the ARTC Route Access Standard is issued to Aurizon for the high-speed 
dynamic testing of PQNY, QQGY, QQTY, ARAY and QQPY wagons. 

Testing specifics are as follows: 

• The Operator must verify whether any Temporary Speed Restrictions (TSRs) apply to the relevant track 
section prior to commencing operations. All weather-related speed restrictions and TSRs must be strictly 
always observed and adhered to. 

• All testing will be in accordance with the Aurizon document “TP-2026006 Ride Performance Test Plan 
PQNY and QQGY/TY” and “TP-2026011 Ride Performance Test Plan ARAY, QQOY, QQPY” 

• The testing will be undertaken between Tent Hill (119.5 km) and Hesso (146.5 km). High speed testing 
will be conducted between 121.32 and 128.5 km. 

• The train operator and ARTC are to liaise to ensure sufficient safe headway in front and behind the test 
train for each test.  

• Test wagon shall be in tare condition. 

• Maximum speed of the dynamic testing is permitted up to 121 km/h (110 km/h + 10%) for PQNY and 127 
km/h (115 km/h + 10%) for QQGY/TY, QQPY and ARAY. 

• The approved test train configurations are as follows:  

- Two locomotives marshalled back-to-back – buffer wagon – PQNY1010 

- Two locomotives marshalled back-to-back – QQGY572 – QQTY903 

- Two locomotives marshalled back-to-back – QQTY903 – QQGY572 

- Two locomotives marshalled back-to-back – buffer wagon – ARAY 48271 

- Two locomotives marshalled back-to-back – buffer wagon – QQPY 17 

• The train shall be below 100km/hr before it reaches km 549.0, as a 100km/hr temporary speed 
restriction is in place at this position. The test shall follow the following km postings:  

Tent Hill to Hesso Direction 

• km 119.5 – Depart Tent Hill Crossing Loop not exceeding board speed. 

• km 121.32 – Accelerate in 10 km/h increments to maximum test speed. 

• km 128.5 – Decelerate to the board speed. 

Hesso to Tent Hill Direction 

• km 146.5 accelerate to board speed towards Tent Hill 

• km 128.5 – Accelerate in 10 km/h increments to maximum test speed. 

• km 122.3 – Decelerate to the board speed. 

• Train consist will be remarshalled to approved configurations as noted above at Tent Hill and Hesso.  

• Testing may be repeated if weather is inclement. 
 

Approval: 

Approved by: Carolyne Southern Date: 31/07/2026 

 


