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OPERATIONAL NOTICE  

Notice No. 26-005 

Notice Type: Route Access Condition Notice 
 

Subject Title: Trial Operation of SSR ECP Grain Trains on the Unanderra to Moss Vale line (UP) 
 

Operator(s): SSR 
 

Effective From: 25/03/2026 Effective To: 25/09/2026 

 

Reference Documents: 

Route Access Standard: RAS – General Information 

RAS Section Page D52 - Moss Vale to Unanderra line 
 

TOC Manual Section 10 – Rolling Stock Data 

 

General Details / Operating Condition: 

This RACN supersedes RACN 26-001 and permits a continued trial SSR ECP Grain train with the 

addition of the BGIH wagon. 

This waiver to the published conditions in ARTC RAS D52 – Moss Vale to Unanderra is granted for up 

to 3 × locomotives and up to 54 × ECP Grain wagons (5,000 tonne) between Moss Vale and 91.080 

(TfNSW boundary) on the ARTC Network. This waiver should be read in conjunction with TfNSW TOC 

Waiver 203-1728. 

Operating conditions shall be as follows. 

1. Locomotives shall be marshalled as a head end locomotive consist as follows: 

a. 1 × AC ECP equipped locomotive + 2 × AC locomotives + approved wagons 

b. 1 × AC ECP equipped locomotive + 2 × DC locomotives + approved wagons 

2. The maximum trailing load of the train shall not exceed: 

a. 1 × SSR / MAN / CF class + 2 × SSR / MAN / CF / MRL class – 5000t 

b. 1 × SSR / MAN / CF class + 1 × SSR / MAN / CF / MRL class – 5000t 

c. 1 × SSR / MAN / CF class + 2 × BM / C / CM / G / RL / VL class –  5000t 

d. 1 × SSR / MAN / CF class + 1 × BM / C / CM / G / RL / VL class – 3800t 

3. The driving crew shall ensure an appropriate throttle / notch procedure is utilised such that 

tractive power is delivered uniformly between the various locomotives to minimise risk wheel 

spin. 

4. The train shall consist of up to 54 × BGIH / BGUY / MGHH / MGIH / MQCH wagons in ECP 

braking mode 

5. The lead locomotive shall have direct control over all hauled vehicle brakes using the ECP 

braking system 
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6. Any empty wagons shall not be located in the first 1/3 of a loaded train, they shall be located in 

the rear 2/3 of the train (where there is less than 1/3 loaded wagons on a train, empty wagons 

shall not be marshalled between locomotives and loaded wagons). 

7. The Locomotive Park Brake shall not be relied on to hold the train on the 1:30 gradient, the 

Locomotive Independent Brake shall be used to assist any train holding activity that may occur 

on the 1:30. 

8. Approval to operate under this waiver on the ARTC network is subject to an approved path 

request 

9. A copy of this RACN shall be in the cabs of all crewed locomotives. 

 
SSR to advise ARTC Network Control and Operations Standards Manager when the first trial is due to 
take place and confirm the day of running.  

 

 
 

 

Approval: 

Approved by: Drew Palmer Date: 25/03/2026 
 

 


